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A405

( OPEN TO ABOVE )

( OPEN TO ABOVE )

EXTERIOR FINISHED
SOFFIT @ LOADING DOCK

LINE OF VESTIBULE
ROOF (ABOVE)

LINE OF VESTIBULE
ROOF (ABOVE)

LINE OF LOADING DOCK
ROOF (ABOVE)
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( SLAB -3" @ WEST VEST. )
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EXISTING CEILING &
FIXTURES TO REMAIN

ALIGN LIGHT FIXTURES TO
CENTER OF CEILING/SOFFIT

ALIGN LIGHT FIXTURES TO
CENTER OF CEILING/SOFFIT
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A301

5

A301

Sim

7'-6"

6'-0" 10'-0" 3'-9"  +/- 6'-4"

RETURN LOWER
CEILING TO NEW
WALL WITH FULL
TILE (THIS SIDE OF
EXIST. COLUMN)

ALIGN

6"

6
"

VESTIBULE ROOF
SUPPORT COLUMN

VESTIBULE ROOF
SUPPORT COLUMNS
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A405

E
Q
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9
"

TYP. CLG. JOINT
(ALIGN TO EDGE
OF FIXTURES)

TYPICAL CLG. JOINT
(ALIGN TO EDGE OF
FIXTURES)

10'-11 3/4"

TYP. CLG. JOINT
(ALIGN TO INTERIOR
FACE OF WALL)

9"
1'-0"

9"

EQ EQ

TYPICAL CEILING JOINT
(ALIGN TO EDGE OF FIXTURES)

TYPICAL CEILING JOINT
(ALIGN TO EDGE OF FIXTURES)
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A302

2'-0"

2
'-
0
"

EXTERIOR LIGHT FIXTURE
@ UNDERSIDE OF ROOF
 - REFER TO ELECTRICAL

EXTERIOR LIGHT FIXTURE
@ UNDERSIDE OF ROOF
 - REFER TO ELECTRICAL

EQ

EQ

E
Q

E
Q

RECESSED LIGHT FIXTURES
@ UNDERSIDE OF CANOPY -
REFER TO ELECTRICAL.
ALIGN NOTED FIXTURES
WITH CENTER OF DOORS

8'-6"

1
0
'-
1
1
 1

/2
"

LIGHT FIXTURES
 - REFER TO
ELECTRICAL

CLEAN INSIDE OF EXISTING
WALLS AND SLAB ABOVE.
APPLY VAPOR BARRIER
ALL AROUND.
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EXTENT OF VESTIBULE
STOREFRONT (BELOW)

ALIGN PRIMARY DRAIN
OF UPPER ROOF WITH
LOW-ROOF @
VESTIBULE

LOW-ROOF @
EAST VESTIBULE

EXTENT OF VESTIBULE
STOREFRONT (BELOW)

LOW-ROOF @
EAST VESTIBULE
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OUTPUT PRIMARY DRAIN
OF UPPER ROOF ONTO
LOW-ROOF @ VESTIBULE

OVERFLOW SCUPPER
TO AREA BELOW

OVERFLOW SCUPPER
TO AREA BELOW
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"

2
"

EXISTING CORRIDOR CEILING
SYSTEM (REINSTALLED). CUT TILE
@ NEW BULKHEAD AS NECESSARY

METAL CORNER BEAD,
EACH SIDE

NEW LAY-IN ACOUSTICAL CEILING
SYSTEM.  START LAYOUT WITH
FULL TILE @ NEW BULKHEAD

5/8" GWB, SIDES & BOTTOM OF
BULKHEAD AS INDICATED

3-5/8" METAL STUD FRAMING,
ATTACHED TO STRUCTURE ABOVE

3-5/8" METAL STUD BRACING
@ 48" O.C. MAXIMUM

A405

4
Sim6

"

CEILING SOFFIT W/ TILE
FINISH.  TERMINATE TILE
@ UNDERSIDE OF
ADJOINING CEILINGS
(EACH SIDE)

3
 5

/8
"

CEILING COVE TO
ADJACENT CORRIDOR
WALL.  DEPTH OF COVE TO
MATCH FRAMING DEPTH

EXISTING CONCRETE BEAM
& BRICK W/ NEW SUPPORT
FOR EXISTING BRICK
 - REFER TO STRUCTURAL

3
"

CEILING & BULKHEAD -
PAINT TO MATCH WALLS

CEILING EDGE TRIM
@ FULL WIDTH OF
OPENING(FINISH TO
MATCH GRID)

5/8" GWB ON 3-5/8" METAL
STUD FRAMING, ATTACHED
TO STRUCTURE ABOVE AND
BRACE @ 48" O.C. MAX

A404

10

CT-6 CERAMIC TILE ON 1/2" CEMENT
BOARD, TYP (SIDES & BOTTOM)

3-5/8" METAL STUD FRAMING,
ATTACHED TO STRUCTURE ABOVE

3-5/8" METAL STUD BRACING
@ 48" O.C. MAXIMUM

EXISTING CORRIDOR CEILING
SYSTEM (REINSTALLED). CUT TILE
@ NEW BULKHEAD AS NECESSARY

NEW SCHEDULED CEILING (SEE RCP)

CT-6 CONTINUES ONTO
FACE OF WALL, BEYOND

6
"

SCHEDULED LAY-IN
ACOUSTICAL CEILING
SYSTEM (UPPER)

'ACOUSTICAL TO
ACOUSTICAL' TRANSITION
FROM CEILING SYSTEM
(FINISH TO MATCH GRID)

SCHEDULED LAY-IN
ACOUSTICAL CEILING
SYSTEM (UPPER)

GYPSUM BOARD BULKHEAD/
SUSPENDED GYPSUM BOARD SYSTEM

2' x 2' LAY-IN ACOUSTICAL TILE
CEILING SYSTEM. SEE ROOM FINISH
SCHEDULE FOR SPECIFIC TYPE

REFLECTED CEILING PLAN SYMBOL LEGEND

AREA OF WORK

00'-00" CEILING HEIGHT

CERAMIC TILE (CT-6) OVER 1/2" GLASS
MAT WATER RESISTANT GYPSUM
BACKER UNITS, ON 3-5/8" (MIN) FRAMING

1. SEE FIRE PROTECTION DRAWING SHEETS FOR SPRINKLER HEAD LAYOUT

2. REFLECTED CEILING PLANS SHOW CEILING MOUNTED ITEMS ONLY. ADDITIONAL WALL
MOUNTED LIGHTING, HVAC ITEMS, EXIT SIGNS, ETC. ARE INDICATED ON INDIVIDUAL
ELECTRICAL AND HVAC FLOOR PLAN SHEETS.

3. WHERE INDIVIDUAL CEILINGS WERE REMOVED AS PART OF DEMOLITION, REPLACE
WITH A NEW CEILING TO MATCH THE EXISTING THAT WAS REMOVED.

4. CEILING DETAILS ARE DIMENSIONED FROM FACE OF FINISH.

GENERAL NOTES:

CONSULTANTS:
Drawing Title

Approved: Project Director

Project Title

Location:

Date Checked Drawn

Drawing Number

Dwg. of

Building Number

Project Number

Office of
Construction
and Facilities
Management

6587 HAMILTON AVENUE
PITTSBURGH, PENNSYLVANIA 15206
PH: 412.287.7333 FAX: 412.287.7334
www.ae-works.com

VA FORM 08-6231
1 2 3 4 5 6 7 8 9

1 2 3 4 5 6 7 8 9

A

B

C

D

E

F
 NORTH

FULLY SPRINKLERED

A

B

C

D

E

F

BID DOCUMENTS
ARCHITECTS/ENGINEERS:

Revisions: Date0
4

8
1
6

0
4

8
0

4
0

4
0

2
6
"

0
2

6
"

0
1

6
"

6 "

o
n
e
 e

ig
h
th

 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 q

u
a
rt

e
r 

in
c
h
 =

 o
n
e
 f
o
o
t

th
re

e
 e

ig
h
th

s
 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 h

a
lf
 i
n
c
h
 =

 o
n
e
 f
o
o
t

th
re

e
 q

u
a
rt

e
rs

 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 i
n
c
h
 =

 o
n
e
 f
o
o
t

o
n
e
 a

n
d
 o

n
e
 h

a
lf
 i
n
c
h
 =

 o
n
e
 f
o
o
t

th
re

e
 i
n
c
h
e
s
 =

 o
n
e
 f
o
o
t

1

BUILDING 9 -
SECOND FLOOR RENOVATION

BB

542-13-105

JB

1400 Blackhorse Hill Road
Coatesville, PA 19320

A405

LOADING DOCK ENTRY RCP AND
ROOF PLAN

05 / 12 / 14 12554

9

 1/4" = 1'-0"
1

LOADING DOCK ENTRY - REFLECTED CEILING PLAN
 1/4" = 1'-0"

2
LOADING DOCK ROOF PLAN

 1 1/2" = 1'-0"
5

CEILING DETAIL
BULKHEAD @ EXISTING / NEW CEILINGS

 3/4" = 1'-0"
3

CEILING SECTION - EAST VESTIBULE ENTRY
 3/4" = 1'-0"

4
SECTION - ENTRY CEILING W/ TILE

 1 1/2" = 1'-0"
6

CEILING DETAIL - TRANSITION DETAIL


